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TECHNICALSPECIFICATIONS
Harness 5pt. Back Padded, QCB Chest, Tongue & Buckle 
Leg Straps, Back/Side D-Rings, Positioning Belt. 

5 point adjustment harness, dorsal D-ring, hip D-rings, 
heavy duty back support/positioning pad with 
removable tool belt, Tongue and buckle leg straps. Quick connect chest. Sewn in back pad. Fall indicators. 
Multiple sizes available. Meets or Exceeds ANSI Z359.11-2014. A10.32-2012.

USER 
CAPACITY: 130 - 420 lbs.

DESIGN:

• Back dorsal D-Ring for fall arrest
• SRL back plate tunnel for personal self-retracting device
• Work positioning side (hip) D-rings
• Quick connect chest and leg buckles with roller cam torso
• Breakaway lanyard keepers
• Built-in construction belt

WEBBING: Material: Polyester | Width: 1.73 in. ± 0.008 in. (44mm ± 
0.2mm); Breaking Strength: 5000 lbs. (Min.)

STITCHING 
THREAD: Material: High Tenacity Polyester

METAL 
COMPONENT: Material: Alloy Steel

CONFORMS TO: Meets or Exceeds ANSI Z359.11-2014

MOISTURE
WICKING
PADDING

Part# Color Size
H222101121SM

Red

Small
H222101121MD Medium
H222101121LG Large
H222101121XLG XL
H222101121.2XLG 2XL
H222101123SM

Blue

Small
H222101123MD Medium
H222101123LG Large
H222101123XLG XL
H222101123.2XLG 2XL
H222101123.3XLG 3XL
H222101126SM

Green

Small
H222101126MD Medium
H222101126LG Large
H222101126XLG XL
H222101128SM

Hi Vis 
Green

Small
H222101128MD Medium
H222101128LG Large
H222101128XLG XL
H222101128.2XLG 2XL
H222101129SM

Hi Vis 
Orange

Small
H222101129MD Medium
H222101129LG Large
H222101129XLG XL
H222101129.2XLG 2XL


