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TECHNICALSPECIFICATIONS

Tested as per ANSI Z359.1-1992
Stitching Pattern

Energy absorber (PN 500)

0.98” Polyester webbing

Steel Snap Hook (PN -124)

Length 6 Foot
Steel Snap Hook (PN -124)

Steel Snap Hook (PN -124)

Length - 6 ft.

6 ft. Double Lanyard, Blue Shock Absorber, Steel Snap Hooks.
6 ft. shock absorbing double lanyard with 3/4” hooks.

DESIGN:
• Webbing lanyard incorporated with shock absorber.
• All ends of the lanyard equipped with steel snap hook (PN-124).

WEBBING:
Material: Polyester
Width: 0.98 in. ± 0.04 in.
Breaking Strength: 30 kN (Min)

STITCHING THREAD: Material: High-tenacity polyamide
Color: Black

METAL COMPONENT:

Material: Alloy Steel
Plating: Zinc Plated  |  Finish: Shot blasted
Tensile Strength (PN-124): MIN 22.2 kN  |  Gate Face Testing (PN-124): MIN 1.0 kN
Side Load Testing (PN-124): MIN 1.6 kN

VITAL TEST 
COMPLIANCE:

Static Strength: 22.2 kN for 2 minutes
Dynamic Strength: Maximum breaking force does not exceed 8 kN and lanyard 
elongation does not exceed 42 inches from a 6 foot free fall.

WEIGHT: 2.77 lbs. ± 0.02 lbs.

PN: L111211


